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Application for Appointment as an Approved Test Centre (ATC)

	Applicant’s Name
	    


	Applicant’s Address
	     


	Contact Name
	     

	No. of Employees
	     


	Telephone number
	     


	Fax number
	     


	Email
	     


	Web address
	     


	Applicant is a subsidiary of
	     


	Standards are available from SAI Global – ILI, Northumberland House, 42/44 Northumberland Road, Dublin 4.           Tel: 01- 857 67 30 or 01- 857 67 31   email: info@standards.ie


Please indicate on the table below which tests you wish to be approved for and return the completed document to NSAI 

Return by e-mail to amanda.oshea@nsai.ie
Return by post to Amanda o shea, NSAI, 1 Swift Square, Northwood, Santry, Dublin 9.

List of tests for National Small Series Type Approval (NSSTA) and Individual Vehicle Approval (IVA) schemes
Test No’s 3, 4, 8, 9, 18, 20,42, 43, 44, 46, 48 and 50 are mandatory for all ATC applications 
	Test No.
	Scope
	Description of Test
	Equipment Required
	Testing you wish to be approved for

	1
	Sound levels
	Stationary noise test.


	Sound measurement equipment.
“Quiet Area”
	     

	2
	Emissions
	Exhaust emissions.
	Equipment to measure:


CO (carbon monoxide)

HC (hydrocarbons)

CO2 (carbon dioxide)

λ    (lambda)
	     

	3
	Fuel tanks / rear protection device

*Mandatory*
	Fuel tank installation check.

Rear protection installation check.
	Pit.

Measuring tape.

Checklist.

	     

	4
	Rear registration plate space

*Mandatory*
	Dimensional & visibility check.
	Measuring tape.

Checklist.


	     

	5
	Steering effort
	Test to ensure no undue stiffness, judder etc. of steering.

Where the steering has been modified a manoeuvrability test.


	Space to carry out test.

Torque wrench.
	     

	6
	Door latches & hinges
	Inspection for operation and presence of hinges and latches and their location.
	Inspection

Checklist
	     

	7
	Audible warning
	Sound level check.

Check for e-marked warning device.
	Sound measurement equipment.

Checklist.
	     

	8
	Indirect Vision Devices

*Mandatory*
	Check for e-marked mirrors.

Field of view checks.
	Flat unobstructive area (dimensions to be advised)

Poles and flags for observation through rear view mirrors at designated points.

Floor markings.

Visual checks of mirrors for sharp edges.
	     

	9
	Brakes

*Mandatory*
	To be advised.
	Roller brake tester with pit.

Pull down facility.

Calibrated air supply.

Computer plus software.

Test bench for inertia brakes.

	     

	10
	EMC
	Visual check for e/E marked components.

Check for no exposed shielding etc.
	Checklist.
	     

	11
	Diesel smoke
	Free acceleration test. Engine brought up to maximum speed 6 times while exhaust gases are sampled through an opacimeter (warning: this test has written off engines in the UK in the past).
	Opacimeter for smoke test.

Note: Not sure if one size opacimeter will handle full range of vehicles from small to large.


	     

	12
	Interior fittings
	Check for sharp edges of vehicle interior that can be contacted by occupants of the vehicle. 

For NSSTA – load tests.
	165 mm diameter sphere.

Radii measuring device.

Measuring tapes.

Ram for load tests.

Manikin to determine seat H point.
	     

	13
	Anti-theft/immobilisers
	Operational check of steering locks.

Immobilisers not fitted as OE, check they are e-marked.
	For immobilisers, e/E marked device.

Installed in accordance with manufacturer’s requirements.

Checklist.
	     

	14
	Protective steering
	Only applies to category M1 and N1 vehicles. 

For NSSTA – Frontal impact test.

For IVA – check for documentation showing satisfactory compliance of the vehicle with the protective steering requirements.
	165mm diameter sphere.

Visual check.


	     

	15
	Seat strength
	Force applied to upper part of seat producing a bending moment. 


	Test rig
	     

	16
	Exterior projections
	Check of radii, grills + gaps, door handles, sharp edges etc.

For NSSTA - Load test on ornaments. 
	165mm diameter sphere.

30˚ cones.

Measuring tape.

Ram for load test.

Shore A hardness tester.


	     

	17
	Speedometer and reverse gear
	Visual check. Speed scale in Km/hr.
	Note for goods vehicles over 3.5 ton and passenger vehicles with more than the minimum no. of passengers, digital tachographs will be required.
	     

	18
	Statutory plates

*Mandatory*
	Visual inspection.
	Measuring tape.
	     

	19
	Seat belt anchorages
	For IVA – subjective test / acceptance of documentary evidence that vehicle’s anchorages comply. 

For NSSTA – pull test equipment.
	For IVA – subjective test / acceptance of documentary evidence that vehicle’s anchorages comply. 

For NSSTA – pull test equipment. 


	     

	20
	Installation of lighting and light signalling devices.

*Mandatory*
	Large unobstructed area to measure the angles of visibility.

Unobstructed wall to check headlight pattern.
	Large unobstructed area to measure the angles of visibility.

Unobstructed wall to check headlight pattern.


	     

	21, 22, 23, 24, 25, 26, 28, 29, 30


	Reflectors, end-outline, front-side, rear-side, stop, side marker, day time running, direction indicators, registration plate lamps, headlamps, front fog lamps, rear fog lamps, reversing lamps, parking lamps.
	Visual check to ensure lights and reflectors etc., are properly marked. Check of angles of visibility.
	Large unobstructed area to measure the angles of visibility.


	     

	27
	Towing hooks
	IVA - Visual check.

NSSTA - load test.
	Checklist.

Means to apply a load to the towing hook equal to half the total weight of the vehicle.
	     

	31
	Seat belts and restraint systems:


	Visual check for proof of adequate marking.
	Check list.


	     

	32
	Forward vision
	Not tinted.

Opacity measuring device.

NSSTA – windscreen must not be obstructed by more than 15% of its area. 

Approval marks
	Not tinted.

Opacity measuring device.

NSSTA – windscreen must not be obstructed by more than 15% of its area. Measuring tapes to make this calculation.

Checklist.
	     

	33
	Identification of controls:
	Visual Check
	Checklist.
	     

	34
	Defrost / Demist
	Visual and operational check. Adequate test to be defined.
	To be advised.


	     

	35
	Wash / Wipe
	Visual and operational check. Adequate test to be defined.
	To be advised.


	     

	36
	Heating systems
	Visual and operational check. Adequate test to be defined.
	To be advised.


	     

	37
	Wheel guards
	Visual and operational check.


	Measuring tape/rule for tyre wheel guard clearance.


	     

	38
	Head restraints
	For NSSTA: Dimensional check and load test.

For IVA: dimensional check. 
	Checklist.

Measuring tape.

Load test rig.


	     

	39
	CO2 / Fuel consumption:
	To be advised.
	CO2 sampler/analyser.


	     

	40
	Engine power
	Engine power measurement.
	Dynamometer. 


	     

	41
	Diesel Emissions
	Exhaust emissions for heavy vehicles.
	As per item 2. to include particulates.

Equipment to measure:
Particulates

CO (carbon monoxide)

HC (hydrocarbons)

CO2 (carbon dioxide)

λ
(lambda)


	     

	42
	Lateral protection

*Mandatory*
	For IVA – visual inspection and dimensional check.

For NSSTA – visual inspection, dimensional check and load test.


	Checklist.

Measuring tape.

Test rig/hydraulic ram.


	     

	43
	Spray suppression

*Mandatory*
	Dimensional check, visual check for e-marked component and installation check.


	Checklist.

Measuring tape.


	     

	44
	Mass and dimensions (M1 only):

*Mandatory*
	Measuring instrument for overall vehicle length, width and height.

Access to weighbridge for vehicle mass measurement.
	Measuring instrument for overall vehicle length, width and height.

Weighbridge or access to calibrated weighbridge for vehicle mass measurement.
	     

	45
	Safety glass
	Approval marks
	Checklist. Ties in with item 32 (forward vision).


	     

	46
	Tyres

*Mandatory*
	e/E marked tyres. Visual check. Clearance measurements.


	Checklist.

Tape measure.


	     

	47
	Speed limiters
	Check speed limiter has been installed and is of an approved type.
	Check of documentation and/or e-marking on speed limiter to ensure it is an approved speed limiter. Speed limiter will need to be calibrated which may not be possible to do by the ATC.


	     

	48
	Masses and dimensions (M2, M3 and N, O):

*Mandatory*
	Measuring instrument for overall vehicle length, width and height.

Access to weighbridge for vehicle mass measurement.
	Measuring instrument for overall vehicle length, width and height.

Weighbridge or access to weighbridge for vehicle mass measurement.


	     

	49
	External projections for cabs:


	Check of radii, grills + gaps, door handles, sharp edges etc.

For NSSTA - load test on ornaments, commercial symbols, letters and numbers of commercial markings. 

	As per item 16. 

Shore A hardness tester.

Ram for load test.
	     

	50
	Couplings

*Mandatory*
	e/E marked couplings. Visual and installation check.

Tape measure for height above the ground measurements etc.


	Checklist.

Measuring tape.


	     

	51
	Flammability
	Check certifications of the various materials.
	Checklist.

Certification documentation of material.


	     

	52
	Buses and Coaches
	Various measurements for access which needs considerable amounts of manikins and gauges.

Load tests for seatbelts.
	Various measurements for access which needs considerable amounts of manikins and gauges.

Load tests for seatbelts.


	     

	53
	Frontal impact
	For IVA does not apply.

For NSSTA crash testing is required.
	For IVA does not apply.

For NSSTA crash test facility.
	     

	54
	Side impact
	For IVA does not apply.

For NSSTA crash testing is required.
	For IVA does not apply.

For NSSTA crash test facility.


	     

	55
	Blank
	Blank
	Blank


	     

	56
	ADR
	Vehicle assessed against the requirements of 98/91/EC.

The requirements regarding the construction of vehicles intended for the carriage of dangerous goods by road, including the provisions for their type approval, where appropriate, laid down in marginals 220 500 to 220 540 of Annex B to Directive 94/55/EC, shall be fulfilled. 
	Acceptable documentary evidence for ADR compliance.
	     

	57
	Front underrun protection
	Visual inspection for IVA

Load tests for NSSTA.
	Visual inspection for IVA

Load tests for NSSTA.

Test rig to provide load test.


	     

	58
	Pedestrian protection
	For IVA does not apply.

For NSSTA crash testing is required.
	For IVA does not apply.

For NSSTA crash test facility.


	     


Appendix to ATC Appointment

Subsequent to successful ATC Appointment, ATC’s may have their scope of appointment extended to include the following Heavy Goods Trailer inspection.  

Please indicate in the table below if you wish to have your ATC Scope extended to include the following: 
	Department of Finance Heavy Goods Trailer Licensing Verification Scheme (TF300B form)



	Test No.
	Scope
	Description of Test
	Equipment Required
	Testing you wish to be approved for

	n/a
	Heavy Goods Trailer Licensing Verification 
	Visual inspection to identify the year of manufacture of the trailer which should be stamped on a plate or inscribed on some part of the trailer.
	No
	     


Please note that this extension to scope can only be granted after successful ATC appointment.
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